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Maintenance Free Batteries

General Information

• Maintenance Free Batteries are replacing 
lead-acid batteries and batteries that require 
electrolyte maintenance and more frequent 
recharging. 

• Eliminate the need for a sailor to handle 
and dispose of battery acid. 

• This battery is a completely sealed, gel-
type that should not leak even if the seal is 
broken. 

• The battery is easy to use and install. It is 
encased specifically to inhibit at-sea 
corrosion and is able to withstand heavy 
shocks and vibrations.

• Output: CCA 800 amps, Cranking amps 1100 
amps, 12 Volts.

• TM Number S9592-CS-CAT-010
• AELs: 620044190; 620044191; & 620044192
• NSN: 6140-01-378-8232

• Replaces the 6TL battery in RIBs, small boats and 
GSE (yellow gear)
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Operational Information

• Recharging Power: 13.8-14.8 Volts, 10 
amps.  A completely discharged battery 
will be fully recharged in 5.5 to 6 hours.

Safety Information

• Do not overcharge.  Overcharge will 
vent gas from the relief valve.  If an 
overcharge is suspected, weigh the 
battery.  Original weight 39.5 lbs.

• Any battery that feels warm or if the case 
is visibly damaged or distorted should be 
removed from charging immediately.

• Disposal is the same as for lead acid 
batteries.




